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CHAPTER 33.284 
SELF-SERVICE STORAGE 

 
 
 

Sections: 
33.284.010  Purpose 
33.284.020  Use Regulations 
33.284.030  Development Standards 
33.284.040  Design Review 
33.284.050  Self-Service Storage Design Guidelines 

 
 
 
33.284.010  Purpose 
Self-Service Storage uses have some characteristics in common with both commercial use 
and industrial uses. This chapter provides regulations so that Self-Service Storage uses can 
be appropriately sited in either industrial zones or some commercial zones, while 
maintaining the desired character and function of the specific zones.  In general, Self-
Service Storage uses are similar to other commercial uses in that they provide a service to 
residential and business uses.  The character of their development is often more similar to 
industrial buildings and their low activity level does not add to the vitality of a commercial 
area. 
 
 
33.284.020  Use Regulations 
Other uses on the site such as the rental of trucks or moving equipment must meet the use 
and development standards of the base zone, overlay zone, or plan district. 
 
 
33.284.030  Development Standards 
The development standards of the base zone apply unless the standard is superseded by 
regulations in this section. 

 
A. Purpose.  The special development standards in the C and EX zones are intended 

to allow self-service storage facilities to locate on certain sites in these zones where 
they can be close to the residential and business uses that they serve.  At the same 
time, the development standards direct their location to sites that do not have 
major frontage on commercial streets.  This prevents large sections of the 
commercial streets from being developed with uses that have extremely low activity 
levels which detract from the vitality and desired interaction among commercial 
uses in the area.  This also allows them to locate on odd-shaped or infill sites that 
are difficult to develop for many commercial uses. 

 
B. Maximum site frontage.  In the C and EX zones, the maximum site frontage along 

a street is 100 feet.  This limitation applies only to sites for the construction of new 
buildings that are 30 feet or less in height. 

 
C. Storage areas.  The maximum size of individual storage areas in C and EX zones is 

500 square feet. 
 
D. Internal circulation.  The internal circulation between buildings must be wide 

enough so that there is a 12-foot wide travel lane for emergency vehicles to pass 
while tenant’s vehicles are parked at their storage areas. 
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E. Parking.  For parking requirements see Chapter 33.266, Parking and Loading. 
 
 

33.284.040  Design Review 
 

A. Purpose.  Design review is required for new buildings in the C and EX zones to 
ensure that the development has a high design quality appropriate to the desired 
character of the zone and to avoid the monotonous look of many industrial-style 
buildings. 

 
B. Design review required.  In the C and EX zones, all Self-Service Storage uses to be 

located in newly constructed buildings must be approved through Design review. 
 
C. Procedure.  Design review for Self-Service Storage uses is processed through a 

Type II procedure.  However, uses that require design review because of an overlay 
zone or plan district are processed as provided for in those regulations. 

 
D. Design review approval criteria.  A design review application will be approved if 

the review body finds that the applicant has shown that Self-Service Storage design 
guidelines in 33.284.050 have been met. 
 
 

33.284.050  Self-Service Storage Design Guidelines 
These design guidelines are used to review new Self-Service Storage uses in the C and EX 
zones.  They apply in addition to any design guidelines that apply because of an overlay 
zone or plan district. 

 
A. Building and roof design.  The building and roof are designed to be compatible 

with surrounding development, especially nearby residential uses.  Considerations 
include design elements that break up long, monotonous building or roof lines and 
elements that are compatible with the desired character of the zone. 

 
B. Building materials.  The materials used for buildings, roofs, fences and other 

structures are compatible with the desired character of the zone and are visually 
pleasing, especially near residential uses. 

 
C. Street facades.  The design and layout of the street side of the site provides a 

varied and interesting facade.  Considerations include the use of setbacks, building 
placement, roof design, variations in building walls, fencing, other structural 
elements, and landscaping. 

 
D. Landscaping.  The landscaping on the site provides appropriate transition from 

public to private spaces, separates and buffers the buildings from other uses 
especially abutting residential uses, and provides visual relief from stark, linear 
building walls. 

 
E. Fencing.  Any proposed fencing is designed to be compatible with the desired 

character of the area and is especially sensitive to abutting residential uses.  Use of 
rolled razor wire is discouraged. 

 
F. Security.  The perimeter of the site is designed to provide adequate security for 

both the site and abutting sites.  Considerations include fence and wall materials 
and placement, type and placement of landscaping including thorny plant material 
and desired visibility or privacy. 




